
AUTOMOTIVE LUBRICANTS
MOL Dynamic Global Diesel 15W-40

multigrade diesel motor oil

Product benefits

- extra high performance and long engine life
- moderate ash content and low emission
- for Euro IV, Euro V and Euro VI diesel engines with diesel particulate filters (DPF)
- extended drain interval and low operating costs
- compatible with DPF and DOC aftertreatment systems
- outstanding BN retention and corrosion protection
- stay-in-grade shear stability and excellent wear protection
- superior soot handling control and engine cleanliness
- especially recommended for high performance turbo-charged and conventional naturally aspirated diesel engines

Applications

MOL Dynamic Global Diesel 15W-40 is super high performance diesel engine oil offering long oil drain interval for
the most modern, heavy duty on- and off-highway machines.

Specially recommended for the latest Euro VI low-emissions, high performance diesel engines equipped with
Exhaust Gas Recirculation (EGR) and Aftertreatment System using Diesel Particulate Filters (DPFs) and Diesel
Oxidation Catalysts (DOCs) type of technologies.

This product meets the latest API and ACEA industry specifications for heavy-duty diesel engine oils and key
Original Equipment Manufacture (OEM) requirements. It is fully backwards compatible and provide adequate
performance in conventional engines.

Is product provides outstanding protection for the most demanding modern diesel engines of Mercedes-Benz,
Volvo, Renault, Cummins, Caterpillar, Detroit Diesel, Mack and others.

Suitable for on-highway applications operating in both high speed or high load and short haul pick-up and delivery,
or off-highway applications operating in severe low speed or heavy load conditions using either low or ultra low
sulphur fuels.

Recommended for use in high performance gasoline engines and mixed fleet operations as well.

Manufactured and distributed by MOL-LUB Ltd.
E-mail: lubricants@mol.hu Web: mol.hu    
Technical service: H-1117 Budapest, Budafoki u 59.  
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Specifications and approvals

Viscosity grade: SAE 15W-40
API CJ-4/SM
MB-Approval 228.31
Volvo VDS-4
Renault RLD-3
MACK EO-O Premium Plus
ACEA E9-08 Issue 2
ACEA E7-08 Issue 2
API CI-4 Plus
API CI-4
API SM/CF
MAN M 3275
MAN M 3575
Volvo VDS-3
Caterpillar ECF-2
Caterpillar ECF-3
Cummins CES 20081
MACK EO-N Premium Plus
DDC 93K218

Product description

MOL Dynamic Global Diesel 15W-40 super high performance diesel motor oil (SHPD) is produced from highly
refined, extra high performance mineral base oils with an ultimate, most modern complex additive system for use in
most modern vehicles fitted with advanced aftertreament systems for the reduction of particulate matter (DPFs) and
the oxides of nitrogren (EGR and/or SCR).

This oil is especially effective to sustain emission control system durability, where, particulate filters and other
advanced aftertreatment systems are used. Optimum protection is provided for control of catalyst poisoning,
particulate filter blocking, engine wear, piston deposits, low and high temperature stability, soot handling properties,
foaming, and viscosity loss.

Due its special base oil and additive system it has excellent cold flow properties and provides full engine protection
in all operating mode and low evaporation loss for decreased oil consumption.

Typical properties

Properties Typical values

Density at 15°C [g/cm3] 0,878

Kinematic viscosity at 40°C [mm2/s] 119,3

Kinematic viscosity at 100 °C [mm2/s] 15,4

Viscosity index 135

Pour point [°C] -39

Flash point (Cleveland) [°C] 232

Base number (BN) [mg KOH/g] 9,5

The characteristics in table are typical values of the product and do not constitute a specification.
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Storage and handling instructions

Store in the original container in dry, properly ventilated area. Keep away from direct flame and other sources of
ignition. Protect from direct sunlight.
During transport, storage and use of the product follow the work safety instructions and environmental regulations
relating to mineral oil products.
For further details please read the Material Safety Data Sheet of the product.
Engine oils are finished lubricant formulations where additional additives are unnecessary and may result in
unforeseeable adverse effects. The manufacturer and distributor shall not be held liable for such possible damages.
In the original container under the recommended storage conditions: 60  months
Inflammability hazard: Grade IV.
Recommended storage temperature: max. 40°C

Ordering information

SAP code and packaging:
60 l steel drum13007336
216.5 l steel drum13007337

Order booking ( toll-free):

Phone: 80/201-331 (between 07-16 h weekdays )
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