
AUTOMOTIVE LUBRICANTS
MOL Hykomol Synt 75W-90

semi-synthetic automotive gear oil

Product benefits

- perfect solution for the most modern cogwheel transmissions
- complex additive system
- perfect EP performance

Applications

MOL Hykomol Synt 75W-90 is a high performance gear oil that meets the requirements of the most advanced
mechanical gears.

It can be used for manually operated mechanical gearboxes, equalizers, axle housings, universal joints, steering
devices and other mechanisms in passenger cars and commercial vehicles, construction and agricultural machinery
where operating manuals specify the above-listed parameters.

If permitted by the machine manufacturer's recommendation, it can be applied for lifetime lubrication as well owing
to its special properties.

Specifications and approvals

Viscosity grade: SAE 75W-90
API GL-5
API GL-4
MIL-L-2105D
Tatra TDS 80/32
ZF TE-ML 07A
ZF TE-ML 17B

Product description

MOL Hykomol Synt 75W-90 GL-5 type of gear oil is produced from highly refined mineral base oils with synthetic
components and a complex additive (EP-, antiwear-, antioxidant-, anticorrosive-, antifoam- and rheological modifier)
system.

Its advanced performance package provides excellent protection for the transmission, reduce the wear of
components and prevent internal corrosion.

Its outstanding EP- effect protects against the detrimental impacts of extreme temperature and pressure conditions
occurring at high loads.

The high thermal-, oxidation and mechanical stability- characterised by the synthetic component- allows long
lubricant- and gear life.

Due to its synthetic base oil components frictional losses occurring on tooth surfaces are reduced, thus increasing
the transmission efficiency and reducing energy consumption.

Its extremely favourable cold flow properties allows application up to -45 °C and easy shiftings, whil e providing a
stable lubricating film even at high temperatures.
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AUTOMOTIVE LUBRICANTS
MOL Hykomol Synt 75W-90

semi-synthetic automotive gear oil

Typical properties

Typical valuesProperties

0,872Density at 15°C [g/cm3]

109,3Kinematic viscosity at 40°C [mm2/s]

15,3Kinematic viscosity at 100 °C [mm2/s]

147Viscosity index

-42Pour point [°C]

215Flash point (Cleveland) [°C]

The characteristics in table are typical values of the product and do not constitute a specification.

Storage and handling instructions

Store in the original container in dry, properly ventilated area. Keep away from direct flame and other sources of
ignition. Protect from direct sunlight.
During transport, storage and use of the product follow the work safety instructions and environmental regulations
relating to mineral oil products.
For further details please read the Material Safety Data Sheet of the product.
Gear oils are finished lubricant formulations where additional additives are unnecessary and may result in
unforeseeable adverse effects. The manufacturer and distributor shall not be held liable for such possible damages.
In the original container under the recommended storage conditions: 60  months
Inflammability hazard: Grade IV.
Recommended storage temperature: max. 40°C

Ordering information

SAP code and packaging:
60 l steel drum13006393
216.5 l steel drum13006391
1000 l IBC13007401

Order booking ( toll-free):

Phone: 80/201-331 (between 07-16 h weekdays )
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